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6.5"INCH COMPONENT CAR SPEAKERS

About the PUZU Audio Experience:

Congralulations,you have just purchased the finest car audio
products on the market to date,At PUZU Audio,our products
represent the lastest advances in acousetic technology,

PUZU Audio products are designed developed and engineered
using the latest invovative materies and components to provide
the finest sound reprodction possible,Every PUZU Audio
products has been strictly verified and tested by QC&QA
before ship out to ensure the best sounding and most repliable
product on the market,if installed properly,PUZU Audio
speakers will provide many year of the ultimate listening
experience.

© PUZU Audio.All rights reserved by
HuiZhou ShangShui Technology Co.,Ltd
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PZ-6509S SPECIFICATIONS

Tweeter installation solution l:choose a proper angle of the case box,
use double-sided sticky tape paste it on the corner of your car dashboard.

52MM

Mid-woofer speaker test result
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Tweeter installation solution 2:You can install the tweeter on the A-pillar,
door and window corners, .If your car does not have the original car tweeter
hole, you need to make a hole.Use proper tool to make it.

Thiele-Small Parameters:Delta Mass Method
OutPut parmeters:

Revc= 3.300 Ohm

Fo= 50.155 Hz

Sd= 13.273mM

Vas= 20.374m M

Cms= 814.434u M/N

Mmd= 10.605m Kg

Mms= 12.364 g
BL= 4.233 TM
Qms= 3.029
Qes= 0.718
Qts= 0.580
Levc= 156.746u H
No= 0.346 %

SPLo= 87.414 dB
Input parameters:

Added Mass 10grams

Driver:Diameter 0.130m, Area=13.273 E -0. m"2
Re=3.3 Ohms




PZ-6509S SPECIFICATIONS

PARAMETERS

Type Mid-Woofer speakers
Impedance 4Q+15%
RMS.output power 180Watts

Peak output power 80Watts
Sensitivity 88dB

Frequency responds 50Hz~20KHz
Cone Glassfiber
Edge PP sourround
Type Tweeter Speaker
Impedance 4Q+15%
RMS.output power 120Watts

Peak output power 50Watts
Sensitivity 90dB

Frequency responds 3500Hz~20KHz
Case box Aluminum

voice coil 25mm
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